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NOTES:

1. REMOVE ALL TOPSOIL FROM SITE EXCEPT QUANTITY NEEDED TO
LOAM AND SEED SLOPED AREAS SHOWN ON ESP-5.

2. THE TOPOGRAPHY AND EXISTING CONDITIONS DEPICTED
HEREON ARE THE RESULT OF AN ON THE GROUND FIELD
SURVEY CONDUCTED BY HANCOCK ASSOCIATES IN JUNE, 2019.

3. THE SUBSURFACE TEST PIT DATA DEPICTED HEREON ARE THE
RESULT OF FIELD OPERATIONS CONDUCTED BY GZA
GEOENVIRONMENTAL, INC. BETWEEN SEPTEMBER 19 AND 23,
2019 AND BETWEEN APRIL 16 AND 17, 2020.

[TOP SOIL DEPTH]
TP TEST PIT NUMBER
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BORING LOG:
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EROSION CONTROL BLANKET
NOT TO SCALE

BRING MATERIAL DOWN TO A LEVEL AREA W/
24" BASE EXTENSION, TURN THE END UNDER
4" AND STAPLE AT 12" INTERVALS

NOTES:
1. EROSION CONTROL BLANKET SHALL BE THE SLOPE STABILIZATION METHOD FOR SLOPES 3H:1V OR

GREATER WHERE LOAM AND SEED HAVE BEEN APPLIED.
2. EROSION CONTROL BLANKET IS NOT NECESSARY WHERE LEDGE IS EVIDENT IF SURFACE IS STABLE.
3. EROSION CONTROL BLANKET TO BE ALL NATURAL MATERIAL SUITABLE FOR TEMPORARY STABILIZATION -

NORTH AMERICAN GREEN BIONET S150BN OR APPROVED EQUIVALENT.
4. SLOPE SURFACE SHALL BE SMOOTH BEFORE PLACEMENT FOR PROPER SOIL CONTACT.
5. STAPLING PATTERN AS PER MANUFACTURER'S RECOMMENDATIONS.
6. DO NOT STRETCH BLANKETS/MATTINGS TIGHT. ALLOW THE ROLLS TO MOLD TO ANY IRREGULARITIES.
7. LIME, FERTILIZE AND SEED BEFORE INSTALLATION. PLANTING OF SHRUBS, TREES, ETC. SHOULD OCCUR

AFTER INSTALLATION.

STAPLE OVERLAPS MAX. 5' SPACING

6" MIN.
OVERLAP

ANCHOR IN 6"x6"
MIN. TRENCH &
STAPLE AT
12" INTERVALS

3" MIN.
OVERLAPEROSION CONTROL

BLANKET

NATIVE SEED MIX
(SEE SPECIFICATIONS)

PLAN VIEW

SECTION A-A

STONE CONSTRUCTION ENTRANCE
NOT TO SCALE

PU
BL

IC
 R

O
AD

W
AY

A

NOTE:
1. ROCK ENTRANCE(S) TO REMAIN UNTIL

INSTALLATION OF PAVEMENT SUB-BASE IS
TO BEGIN.

2. SEE SITE PLAN FOR LOCATION &
ACTUALLY DIMENSIONS

25
' M

IN
.

50' MIN.

12" WASHED CRUSHED STONE AGGREGATE
ASTM DESIGNATION C-33, SIZE NO. 2
(1-1/2” TO 2-1/2”)

6" ROADWAY SUBGRADE
PREPARATION

(95% COMPACTION)

A
R=TO SUIT (15' MIN., 25' TYP.)

SIDE VIEW INSTALLED

TEMPORARY CATCH BASIN INSERT WITH INLET PROTECTION
NOT TO SCALE

NOTES:
1. SEDIMENT CONTROL INSERTS TO BE INSTALLED OVER

ALL CATCH BASINS/INLETS THAT WILL RECEIVE
RUNOFF FROM THE PROJECT SITE.

2. TEMPORARY INLET PROTECTION TO BE REMOVED
AFTER CONTRIBUTING DRAINAGE AREA HAS BEEN
PERMANENTLY STABILIZED.

3. DEPTH (D) TO BE A MINIMUM OF 16-INCHES.
4. MANUFACTURER TO BE SILT SACK OR APPROVED

EQUIVALENT.

D

CATCH BASIN
OUTLET

EXPANSION
RESTRAINT

1" REBAR OR EQUAL
FOR BAG REMOVAL

FROM INLET

OVERFLOW
SLOTS OR

APPROVED
EQUIV.

DUMP LOOP
HANDLES

EXISTING
CATCHBASIN

SOIL STOCKPILE
NOT TO SCALE

STOCKPILED
SOILS

SILT SOCK OR
APPROVED
EQUIVALENT
SEE NOTE 3

TARP
SEE NOTE 2

SANDBAG AS
NECESSARY TO
SECURE TARP

EXTEND EDGE OF
TARP MIN. 12"
BEYOND LIMITS
OF STOCKPILE

NOTE:
1. EROSION CONTROLS TO BE USED IF SOIL IS TO BE

STOCKPILED FOR 14 DAYS OR MORE.
2. STOCKPILED SOILS SHALL BE TARPED AT THE END OF

EVERY WORKING DAY
3. PERIMETER OF STOCKPILE SHALL BE SURROUNDED BY

EITHER A SOIL BERM OR A SILT SOCK AT ALL
DOWNGRADIENT LOCATIONS

MIN. 16" HIGH COMPACTED
SOIL BERM
SEE NOTE 3

PLAN VIEW SECTION

AREA TO BE
PROTECTED

NOTES:
1. SILT SOCK TO BE PLACED ALONG MAIN STREET ADJACENT TO CHAIN LINK FENCE AND

AROUND SOIL STOCKPILES.
2. SILT SOCK MANUFACTURER TO BE SILT SOXX OR ENGINEER APPROVED EQUAL.
3. ALL MATERIAL TO MEET MANUFACTURER'S SPECIFICATIONS.
4. SEDIMENT SILT SOCK TO BE FILLED WITH LEAF COMPOST AND/OR WOODY MULCH PER

MANUFACTURER'S REQUIREMENTS.
5. FOLLOWING CONSTRUCTION AND SITE STABILIZATION, COMPOST MATERIAL TO BE REMOVED

OR DISPERSED ON SITE, AS APPROVED BY THE ENGINEER.

SEDIMENT SILT SOCK DETAIL
NOT TO SCALE

3"-4"

12"±

WORK AREA

WATER
FLOW

WORK
AREA

2" x 2"
WOODEN
STAKE

SILT SOCK
(12" - 18" TYPICAL)

STAKE ON 10'
LINEAL SPACING

SEDIMENT SILT SOCK

AREA  TO BE
PROTECTED
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NOTES:

1. THE PROPOSED CONTOURS SHOWN ARE THE ANTICIPATED
GRADES OF THE LIMITS OF EXCAVATION BASED ON THE
AVAILABLE SOIL TEST INFORMATION. THESE GRADES ARE TO BE
USED AS THE BASIS FOR THE COST ESTIMATING FOR THE BIDS.
THE CONTRACTOR SHALL REMOVE THE MATERIAL REQUIRED
ONLY TO THE DEPTH OF THE EXISTING SAND/SAND AND GRAVEL
SOIL WHICH MAY BE SHALLOWER OR DEEPER THAN INDICATED
BY THE PROPOSED CONTOURS  AND THE CONTRACT AMOUNT IS
TO BE ADJUSTED PER UNIT PRICE AS DETERMINED BY SURVEY
OF THE FINISHED EXCAVATION. SEE NOTE 2 BELOW.

2. PRIOR TO FILLING IN ANY PARTICULAR PORTION OF THE SITE,
THE FINISHED EXCAVATION SHALL BE SURVEYED AND AN
AS-BUILT EXCAVATION TOPOGRAPHIC PLAN SHALL BE PROVIDED
BY THE OWNER'S SURVEYOR.

3. EXCEPT WHERE SPECIFICALLY SPECIFIED TO BE REUSED ON
SITE, ALL EXCAVATED TOPSOIL AND SUBSOIL SHALL BE
REMOVED FROM SITE.

4. APPROXIMATELY 250 CY OF LEDGE SHALL BE REMOVED FROM
SHADED AREAS TO ELEVATIONS SHOWN.
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NOTES:

1. BRING AREAS TO THE PROPOSED GRADES USING FREE
DRAINING GRAVEL BORROW, COMPACTED PER THE
SPECIFICATIONS UNLESS OTHERWISE NOTED.

2. LANDSCAPED AREA TO THE SOUTH OF THE CONSTRUCTION
ENTRANCE CAN BE FILLED WITH SUBSOIL EXCAVATED FROM THE
SITE.

3. AREA FOR THE TEMPORARY SEDIMENT BASIN CAN BE FILLED
WITH SUBSOIL EXCAVATED FROM THE SITE.
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